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东莞市迈邦智能制衣设备有限公司
DONGGUAN MENBORN INTELLIGENT GARMENT EQUIPMENT CO., LTD.

东莞市迈邦智能制衣设备有限公司
DONGGUAN MENBORN INTELLIGENT GARMENT EQUIPMENT CO., LTD.

AB737-06
埋拼机
Flat Seamer Machine

技术参数 / Specifications：

电压：AC 220V 50/60Hz

气压： > 0.4 MPa

功率：3000W

最高设定温度：300℃ 

发热板面积(皮带)：150*15mm

外形尺寸：1200(L)*550(W)*1300(H)mm

净重：180kg

Power Supply: AC 220V 50/60Hz

Air Pressure:  > 0.4 MPa

Power Consumption: 3000W

Max. Setting Temp.: 300℃

Heating Area(belt): 150*15mm 

Dimension: 1200(L)*550(W)*1300(H)mm 

Net Weight: 180kg

特性 / Description：

1、加长上下皮带装置，热压产品更牢固
2、上下差速送料, 适合多面弹性布料
3、后抬皮带新型设计, 灵活转弯
4、发热槽吹风加热，有效提升产能
5、可拆装平台，使用更灵活

1、Extra long upper & lower heating belts make heat pressing product more fasten.

2、Independent speed control for upper and lower belts (suiting for many different elastic 

fabric).

3、Independent lift up the end position of heating belt, make pattern fabric easy to turn 

around.

4、Tape heating channel plus hot air blowing pipe design increased the adhesive speed 

and increase the working capacity.

5、Detachable platform make it more flexible .

t Seamer Machine

AB737-03N1
拼贴机
Collage Bonding Machine

技术参数 / Specifications：

特性 / Description：

1、上下皮带分开独立调节速度和温度
2、吹风独立调节风显和温度
3、发热槽独立调节温度
4、皮带压力可调节
5、可另选购多种配件或装置配合生产
6、PLC编程控制系统，操作简单稳定

1、Upper and lower belts adjust the speed & temperature separately

2、Blowing adjust air flow and temperature separately

3、Independent adjustment for heating tank temperature

4、Belt pressure is adjustable

5、More options on variety of accessories and devices for production requirement•

6、PLC•programming•control•system•makes•operation•more•easy•and•stable.

电压：AC 220V 50/60Hz

气压： > 0.4 MPa

功率：4100W

最高设定温度：300℃ 

发热板面积(皮带)：70*20mm

外形尺寸：1330(L)*660(W)*1380(H)mm

净重：95kg

Power Supply: AC 220V 50/60Hz

Air Pressure:  > 0.4 MPa

Power Consumption: 4100W

Max. Setting Temp.: 300℃

Heating Area(belt): 70*20mm 

Dimension: 1330(L)*660(W)*1380(H)mm

Net Weight: 95kg


