
Application Industries: Products involved in clothing, home textiles, medical, inflatables, sofas, shoes and hats, 
luggage, plush toys, car interiors and other applications.

4 Cutting head

T h e  c u t t i n g  h e a d  i s 

derived from the Japanese 

p r i n c i p l e .  T h e  c o r e 

components of the machine 

head have high hardness, 

light weight, long service 

l i f e ,  h i g h s t a b i l i t y ,  a n d 

effectively guarantee the 

cutting effect during high-

speed operation.

1Controll System

The cutting control system 

C u t V 3 . 0  i n d e p e n d e n t l y 

developed by Yinengtech is 

c o m p a t i b l e  w i t h  t h e 

mainstream clothing design 

CAD typesetting software on 

the market, and can realize 

r e d  l i g h t  p r e v i e w  a n d 

breakpoint recovery cutting.

The system is equipped 

with 32-channel sensors to 

track the working status of 

the system and real-time 

memory cutting information, 

e q u i p p e d w i t h  Y  n o t c h 

s p e c i a l  c u t t i n g p r o c e s s 

f u n c t i o n  a n d  s u p p o r t s 

different thickness material 

cutting process in the same 

layout.

2 Electrical System

The electrical system of the 

who le mach ine adop ts an 

au tomat i c con t ro l sys tem, 

which effectively protects the 

s t a b l e  o p e r a t i o n  o f  t h e 

equipment through a large 

n u m b e r  o f  i m p o r t e d 

components, and ensures the 

cutt ing accuracy with high-

p r e c i s i o n a n d h i g h - s p e e d 

servo drive system.

3 Transmission
System

The transmission mode 

adopts high-precision rack 

a n d  g e a r  t r a n s m i s s i o n 

s y s t e m , w h i c h h a s h i g h 

t r a n s m i s s i o n  a c c u r a c y, 

stable start and stop, and 

long service life.

5 Sharpening

The double-whee-rotation 

s h a r p e n i n g s y s t e m h a s 

simple sharpening action, 

high sharpening efficiency 

and long service life of the 

grinding wheel.

Model.NO

Cutting Area(w*l)

Machine Dimensions

Weight

Max Cutting Speed

Cutting Thickness

Cutting Accuracy

Power

Cutting Style

KP-A2028

2000*2700mm

6200*3500*2150mm

4.2T

60m/min

7/11cm

≤±1mm 

16-25kw

Straight Knife Continuous Up-down Cutting

Software

Control System

Cooling System

Sharpen Way

Max Speed

Motor & Driver

Machine Power

Air Pressure Supply

Multi - Language Acs Software 

Yinengtech Controller System

Auto Air Cooling System 

Double Gear Sharpening Method 

4500rpm/min

Servo Drive System

AC380V/ 50Hz

0.55MPa 160L/min 

KP-A2028

Technical Parameters>>>>>>>>>   

 KP-A Auto Cutting Machine

科普易能
Intelligent

Cutting System

Model.NO


