
2423 www.able-mb.comwww.able-mb.com

东莞市迈邦智能制衣设备有限公司
DONGGUAN MENBORN INTELLIGENT GARMENT EQUIPMENT CO., LTD.

东莞市迈邦智能制衣设备有限公司
DONGGUAN MENBORN INTELLIGENT GARMENT EQUIPMENT CO., LTD.

特性 / Description：

技术参数 / Specifications：

电压 : AC220V 50/60Hz

气压 :  > 0.4 MPa

功率 : 1200W

最高设定温度 : 250 C

加压时间 : 1-999s

发热板面积 : 200(L)*150(W)mm

外型尺寸 : 800(L)*440(W)*1170(H)mm

凈重 : 55kg

Power Supply : AC220V 50/60Hz

Air Pressure :  > 0.4 MPa

Power Consumption : 1200W

Max. Setting Temp. : 250 C

Press Time : 1-999s

Heating Plate Area : 200(L)*150(W)mm

Dimension : 800(L)*440(W)*1170(H)mm

Net Weight : 55kg

特性 / Description：

1、自动标签搬运，杜绝人工误差，精确度100%
2、減少压合时、人工摆放标签时间，提升工作效率
3、双PLC一体机独立控制，设定更高效快捷
4、精准控制温度，压力
5、可选脚踏控制模式

MA-03
全自动热转印标机
Automatic Pick & Place Label Heat Press Machine

1、Automated Label Handling, Eliminate artificial errors, with 100% accuracy

2、Reduce labeling time during pressing and manual placement, and improve work efficiency.

3、Independent control of dual PLC all-in-one machines, setting more efficient and quicker

4、Independent control for heating and cooling temperature

5、Selectable Foot Pedal Activation
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AB737-02A
冷切贴胶机
Sewfree Lay Down + Trimmer Machine

技术参数 / Specifications：

电压：AC 220V 50/60Hz

气压： > 0.4 MPa

功率：1200W

外形尺寸：1200(L)*720(W)*1270(H)mm

净重：85kg

Power Supply: AC 220V 50/60Hz

Air Pressure:  > 0.4 MPa

Power Consumption: 1200W

Dimension: 1200(L)*720(W)*1270(H)mm

Net Weight: 85kg

特性 / Description：

1、高速刀冷切，加热式皮带配合热风，用于贴合双面胶和装饰膜
2、上下加压皮带速度独立调节，适应不同弹性的物料
3、热风和带槽温度独立调节应用更广
4、皮带压力可调节
5、PLC编程控制系统，操作简单机器更稳定

1、High speed cold cutting with heating driving belt and hot air nozzle blowing, suitable for double 

adhesive tape and decoration film.

2、Independent  speed  control  for  upper  and  lower  pressure  belts,  adapts  to  different  elastic 

materials.

3、Independent temperature control for hot air blowing and heating channel provides a wide range 

of usage. 

4、Adjustable belts pressure.

5、PLC programming control system makes operation more easy and stable.


