DOUBLE CHAINSTITCH MACHIN

VCOO8A

&L
Needle Numbers

&Rl Model

VCOO8A EEZitEAH(SEZF L)
Multineedle Cylinder Bed Double Chainstitch
Machine (High Penetration Power Type)
VCO08B & Z it AN (4~61t EiRA)
Multineedle Cylinder Bed Double Chainstitch
Machine (4~6 Needles High Speed Type)

HFOO8A F&EIF{FR_EIREA
Flat Bed Double Chainstitch Machine for
Jeans

..................................................................................

NCO08 &t FiENEE
Needle-Feed Cylinder Bed Double
Chainstitch Machine for Jeans Waistband

(T

BRHIS R
Rear Pullers Device

£ibEtEh
Equal Distance Between Needles

......................................................

-3

Unequal Distance Between Needles

AR

DOUBLE CHAINSTITCH DD SERVO MOTOR
VCOO8A - 04085P / VWLB / FH / DVOO
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DvOO VCO08A/B, HFOO8A, NCOOSE! & Bk s 1% 4H
Direct-Drive Servo Motor for VCO08A/B, HFOO8A,
NC008
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VOOOBA/B S
—ATURE

VCOO08A

RS HEYNH(EEFHE)
Multineedle Cylinder Bed Double Chainstitch
Machine (High Penetration Power Type)

SiRUSA A

STEBEMHE - AHUMRESKE - SHEERAE

Automatic lubrication system, vertical looper mechanism, multineedle
chainstitch mechanism.

RABI DS E - J2{EARMHIITAS - ZF—HRSBINEE (EE)

Using independent looper holder and can easily change different needle position, Multi-function machine
design.(optional)

BB T - HEREKRMEL

Cylinder machine frame design, easy sewing operation for circular cloth.

BIATUAEEE IR RAR T - AR ERE

Stitch length adjustment by knob, easy and fast.

ERIMF—BHBIERET - HITHIBRE - BT EIRS - #EEEF

Using one supportive puller on left side which can stabilize the pulling and sewing process.
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BRARZETFREL  ESHHEBESRIY 2 KEfEE

Suitable for multi sewing process, high quality knit material and decorative sewing.

B A URE - BRFUGELHE

RIS E

New bearing type rear puller handles the material with better stability.

vcoosB

RS HEDK (4~631RER)
Multineedle Cylinder Bed Double Chainstitch
Machine (4~6 Needles High Speed Type)

EAKREEEREES LT - BRSERENER

New mechanism uses the belt to drive both upper and lower shaft,
provides faster and more stable sewing experience.

%I

FEEIRE - E4EERGSLEF

High performance with thin material, less vibration and smoother movement.

WA A TUR - BRISNUHEALHEIESEE

New bearing type rear puller handles the material with better stability.
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SiRUSA A

Eer——
i zam.mm.m..mm..mza

04064P 1/4"(6.4mm) | | | |
04085P 1/3"(8.5mm) | | | |
04095P 3/8"(9.5mm) | | | |
04106P 48| 5M12'(10.6mm) | | | |
VCO08A- |04127P 1/2"(12.7mm) | | | |
VC008B-
(1/4-1/8-1/8-1/4")*3
04A32-032P (6.4-3.2-3.2- | | | | ARRERRRE
6.4mm)*3 s Bt | ¢ LR H A
04A64P 1/4"(6.4mm) | | |
(1/4-1/8-1/8-1/4")*3 : : : ;
12A32-032P (6.4-3.2-3.2- | | | | Pl :
6 |12 64mm)*3 H H H H H H H B
12A64P Va@4mm) | L | | | | 1N
12048P 3/16"(4.8mm) | | | | | | | | | | | |
12064P 12 | 24 1/4"(6.4mm) | | | | | |
12050P 1/5"(5.0mm) | | | | | | | | | | | |
13032P 1/8"(3.2mm) | | | |
13064P . "
vcoosa- | 2% 13]247  14G.Amm) | | | | | | | | | | C
(1/4-1/8-1/8-1/4")*3
1332-032P (6.4-3.2-3.2- | |
6.4mm)*3
17032P 17|24 1/8"(3.2mm) D
21032P 21 (24" 1/8"(3.2mm) | | | | E
23032P 23 24" 1/8"(3.2mm) | | | | | | F
A 13 SHHRAEA | o 4 At/ At A 13-Needle gauge set with 4 sets of needle/ looper.
B:13 £HiR1& 4 , Bc 6 At / Bt B: 13-Needle gauge set with 6 sets of needle/ looper.
C:13 £t#R1&4E , BC 13 A8t / A%t C: 13-Needle gauge set with 13 sets of needle/ looper.
D:17 $t#3#&40 , B 17 #8&t / Att  D: 17-Needle gauge set with 17 sets of needle/ looper.
E: 21 #H9R4&4 , Bc 21 488t / A%t E: 21-Needle gauge set with 21 sets of needle/ looper.
F: 23 #1484 , B 23 428t / A%t F: 23-Needle gauge set with 23 sets of needle/ looper.
* RS OIRE 24 AR *The maximum number of threads stand installed is 24 sets.
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AgHisRy 128145 — g4

4-Needle e 12-Needle type EREAH  ANMEEENE  SRES . ARE
it m(txy P VCOOSA,@XXXWP GRITY 7 454) - R — RSB TRN  SERhE 4E -
VCOOBA-04XXX-XXX  VOOOBA-T2XXX-XXX GENERAL SEAMING

VCOO8A-13XXX
VCOOBA-13XXX-XXX
VCOOBA-17XXX
VCOO8A-2TXXX
VCOOBA-23XXX

. UOX113GS
Specification l l

Cylinder bed automatic oiling, back and forth loopers
driving mechanism, suitable for decorative sewing
on high quality dress or tubular goods.

SEAI (Unit)=1.6mm=1/16"

S aa[sloleTe el ol [s [+ ] Lo o [al [Tl a[a]s]

(1/8-1/4-1/8")
(3.2-6.4-3.2mm)

VCOO08A- |1132-064P

ZH—] {EEREE

AHEEFR B IIBE - TIBR AT - SILUEMAS RETER B4 $HIAM1/4-1/4-1/4, 1/4-3/4-1/4..5% -
[3 in 1] WAIST BAND SEWING

This model is applicable to elastic band winkled type, flat type, light denim, which offers various 4-needle gauges by one set.
Eg.:1/4-1/4-1/4, 1/4-3/4-1/4..etc.

e E3us (SR8 ) - ST
Fine teeth type upper puller
(steel).light denim.

FimE (PUME)
Flat type puller set (PU)
VCL16P

VCL28

BRI ER

ERBBCH OPTIONAL DEVICE Two-piece type presser foot

VCE

PO2T1A-A
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SiRUSA A

l ‘ 1 ' Needle No. @S(Mpa-g-
04064P/VCE 4 8 1/4"(6.4mm) 1.4~3.6 12 UOX113GS #11~#14 4000
04085P/VCE 4 8 1/3"(8.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
VCOO08A- .
VC008B- 04095P/VCE 4 8 3/8"(9.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
04106P/VCE 4 8 5/12"(10.6mm) 1.4~3.6 12 UOX113GS #11~#14 4000
04127P/VCE 4 8 1/2"(12.7mm) 1.4~3.6 12 UOX113GS #11~#14 4000

EEERRHEE
ARESENESEESEHENERNRETNESE  AMAETEMEESRA
REBREFHRTEE Q=R L RURETEE

ELASTIC INSERTING / ATTACHING

Inserting and attaching elastic on waistband of jogging suits, sportswears or shirts
etc,, two types of sewing functions are available :

1. To attach tubular seamless elastic waistband.

2. To cover sewing on elastic after overlock seaming.

R4 OPTIONAL DEVICE

VAD , RL
S LSS PRV A A
4 4 ’ ’ 4 4 4 ’
4 4 4 4 4 4 4 4
A A FAR A A
, , , 4
A, A

I : ; Vo 0=
04064P/VWL 4 8 1/4"(6.4mm) 1.4~36 12 UOX113GS #11~#14 4000
04085P/VWL 4 8 1/3"(8.5mm) 1.4~36 12 UOX113GS #11~#14 4000
VCO08A- 04095P/VWL 4 8 3/8"(9.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
04106P/VWL 4 8 5/12"(10.6mm) 1.4~3.6 12 UOX113GS #11~#14 4000
04127P/VWL 4 8 1/2"(12.7mm) 1.4~3.6 12 UOX113GS #11~#14 4000

ESEFR A4 (MIB413MIPN)

REEEE EmEBERENKEHE Y EERE XS - ol EEITHR
BEREUHREE  BRFHEE  BANIENEE - ZEE - BELR
TESETE VARG -

F:B413HMINOI AR EE R~ A 38mm

ELASTIC ATTACHING
(WITH FOLDER B413)

Elasticity and length feeding can bbe accurately controlled
according to sewing speed of machine. Easy operation

VCO0O8A-04085P/\V\WL for elastic inserting and attaching on waistband of jogging
pants, sportswears, briefs etc.
EREIH OPTIONAL DEVICE Remark : Elastic size 38mm for folder B413
FH

121

W CAT.S2023_TW_Ebook.indb 121 2023-06-28 15:41:36 (




VCOO08A-

.
4
4
,
,
4
4
@
H

04064P/VWLB
04085P/VWLB
04095P/VWLB
04106P/VWLB
04127P/VWLB

8 1/4"(6.4mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 1/3"(8.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 3/8"(9.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 5/12"(10.6mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 1/2"(12.7mm) 1.4~3.6 12 UOX113GS #11~#14 4000

ETERR R4S (MiB411MI0N\ R HE R HiR4E)
RETEERRHEEERKERE BERE R - O EEEFR
BEREECHREBE  BFEEHE  BENERE  E&HE - BLR
ES1ETA VSRR -

i

ELASTIC INSERTING (WITH FOLDER
B411 AND EXTENDING ROLLER)

FIIVSR LB EERp OIS 375 FE e 7Y o .
AV EZD.DE_I ) %FHET Lﬂw%i Elasticity and length feeding can be accurately controlled
Folder Size Finished Elastic Tape Applicable ‘ i ) )
Size Size Model according to sewing speed of machine. Easy operation
=VEL 33 mm STmm 04095 for elastic inserting arpl attaching on waistband of jogging
BA11P 30 mm 58 mm 04085 pants, sportswears, briefs etc.
B411R 25 mm 23 mm 04064
B411S 36 mm 34 mm 04106 FH

6

VCOO08A-

122

04064P/VWLC
04085P/VWLC
04095P/VWLC
04106P/VWLC
04127P/VWLC
12048P/VWLC
12064P/VWLC
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12
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l l o @@ i)
8 1/4"(6.4mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 1/3"(8.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 3/8"(9.5mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 5/12"(10.6mm) 1.4~3.6 12 UOX113GS #11~#14 4000
8 1/2"(12.7mm) 1.4~3.6 12 UOX113GS #11~#14 4000
24 3/16"(4.8mm) 1.4~3.6 12 UOX113GS #11~#14 4000
24 1/4"(6.4mm) 1.4~3.6 12 UOX113GS #11~#14 4000

{EEER G HE (HVCERR)
BESREIREELRERO Y BMEERE  TEREHIGESEEAREE 1B
{ERE - R BTN B - BUAMSHE EEEE -

ELASTIC INSERTING /ATTACHING
(WITH VCE FABRIC GUIDE)

Elasticity and length feeding can be accurately controlled according to sewing
speed of machine. Easy operation for elastic inserting and attaching on
walstband of jogging pants, sportswears, briefs etc.

EREEFC 4 OPTIONAL DEVICE

FH
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SiRUSA A

\VVCOO0O8A- 06048P/VPL 6

VC008B-

06064P/VPL 6

- -

> 1
VCO08B-06064P/VPL

12048P/VPQ 12
VCOO08A-

12064P/VPQ 12

h

110F

an
|

VCOO08A-12064P/VPQ
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' @ T
Needle No. (Max)

12 3/16"(4.8mm) 1.4~3.6 12 UOX113GS #11~#14 4000
12 1/4"(6.4mm) 1.4~3.6 12 UOX113GS #11~#14 4000
LinEE
MEAREEGRT - EBNESHE  UXS  nERE -

TAPE ATTACHING

Suitable for attaching ornament tape on sportswears.
For high efficiency and perfect quality sewing.

EIBACH OPTIONAL DEVICE

LSA
LRETEMML FSE | p

ASV-ATS100A (P16)
For advanced model, please
refer to ASV-ATS100 (P16)

l Needle No.

24 3/16"(4.8mm) 1.4~3.6 12 UOX113GS #11~#14 4000

24 1/4"(6.4mm) 1.4~3.6 12 UOX113GS #11~#14 4000

REGHERERE
BRRCBITESKESBRRERMT - LAY AR - NEE - RELS
19BE S GRS -

e R E R

ELASTIC THREAD SHIRRING SEWING

Suitable for sewing ornamental shirring with elastic thread on women's blouses,
swimsuits, dresses, pillowcases, and children's shirts etc.
Remark : Suggested to use elastic thread for lower looper

123
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l Needle No.

mm—t

12048P/VPQ-K 12 24 3/16"(4.8mm) 1.4~3.6 12 UOX113GS #11~#14 4000
VCOO08A-

12064P/VPQ-K 12 24 1/4"(6.4mm) 14~3.6 12 UOX113GS #11~#14 4000

RETHRERE

BRARYBBESRESEERZESE  NELARE XK - MEE  RELSEHHE
BEHEIES -

2

1. A%t 4R E B4R

2EIVWLATBEEMGNR R EEEEEFIEEE - bkt

SBURLENRERT - EEUAREETFIES

4 A RZINEEE - TARVWL - VPO —AREEfE A

ELASTIC THREAD SHIRRING SEWING

Suitable for sewing ornamental shirring with elastic thread on women's blouses,
swimsuits, dresses, pillowcases, and children's shirts etc.

Remark:

1. Suggested to use elastic thread for lower looper.

2. The added VWL set will further stabilize the tension
of elastic thread and make sewing process more
smoothly, also can avoid stitch skipping.

3. Holds the elastic thread under the table to make
sewing process more smoothly.

4. This is a multifunctional machine, can easily adjust
to VWL, VPQ, or standard machine.

VCOO08A-12048P/VPQ-K

Yy | @D
! Needle No. (Max)

12048P/VPS 12 12 3/16"(4.8mm) 14~3.6 12 DV-K25 #18~21 4000

VCOO08A-
12064P/VPS 12 12 1/4"(6.4mm) 1.4~3.6 12 DV-K25 #18~21 4000

REGHSERE

BRRUBEESRESRERERRE  UXAME  HXK - MBE RELHI6E
B#IRYE -

AEEHARFEMAR - LAt RAORINEATR - RLO1EHEAER

ELASTIC THREAD SHIRRING SEWING

Suitable for sewing ornamental shirring with elastic thread on women's blouses,
swimsuits, dresses, pillowcases, and children's shirts etc.
Remark : Needle uses elastic thread and looper without thread. It's 101 sewing type.

VCOO8A-12064P/VPS
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